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Product Description Product Description

Features

Specifi cations

Applications

MPO jumper cords are Multi-fiber jumper cords using the MPO connector in fiber counts of 8, 12 or 24. MPO jumper cords provide 
high-density connections and offers low insertion loss and reflectance.

OptoNest’s optical jumper cords are superior in mechanical, environmental, and optical transmission characteristics. The jumper 
cords are fabricated with low insertion loss and high return loss. The jumper cords are supplied with various connectors and 
various optical fiber lengths upon customer’s request.

�M�P�O� 점퍼코드는� �8심�,� �1�2심�,� �2�4심으로� 된� �M�T� 페룰을� 사용하여� 집적도를� 향상시킨� 다중광섬유� 점퍼코드입니다�.� �M�P�O� 점퍼코드는� 고밀도� 연결�,� 낮은� 

삽입손실과� 반사를� 제공합니다�.
옵토네스트의� 광� 점퍼� 코드는� 기계적�,� 환경적�,� 광� 전송� 특성이� 우수하며�,� 낮은� 삽입� 손실� 및� 높은� 반사� 손실을� 자랑합니다�.� 점퍼� 코드는� 고객의

요구에� 따라� 다양한� 커넥터� 및� 다양한� 광섬유� 길이로� 제공됩니다�.

ㆍHigh density 
ㆍPush/pull mating for quick installation 
ㆍEnvironmentally stable

ㆍTelecommunications 
ㆍLocal area network 
ㆍFiber to the home 
ㆍTesting instruments

Features Applications
ㆍ� Very low insertion loss
ㆍHighly stable in severe environment
ㆍCustomized length
ㆍVarious connector types available
ㆍEnvironmentally stable

ㆍ Telecommunication network
ㆍCATV system
ㆍLocal area network
ㆍActive/Passive device

MPO Jumper Cord Optical Jumper Cord

MPO跳线以8芯，12芯，24芯为MT插芯所使用并提高集积度的多模光纤跳线。MPO跳线提供高密度连接，低插损及反射。 OptoNest的光跳线技术是以机械化，环竟化，光传送特性为优。跳线技术以最低的插损及较高的反射损耗为荣。跳线技

术根据客户的需求提供多样化的连接器及光纤维长度。

Specifi cations
Parameter Conditions

Type
�S�t�a�n�d�a�r�d �S�u�p�e�r� �l�o�w� �l�o�s�s

�S�i�n�g�l�e�-�m�o�d�e �M�u�l�t�i�-�m�o�d�e �S�i�n�g�l�e�-�m�o�d�e �M�u�l�t�i�-�m�o�d�e

Typical insertion loss �0�.�2�5�d�B �0�.�2�0�d�B �0�.�1�0�d�B �0�.�0�8�d�B

Max. insertion loss �0�.�7�0�d�B �0�.�5�0�d�B �0�.�3�5�d�B �0�.�2�5�d�B

Return loss �<� �-�6�0�d�B�(�a�n�g�l�e�) �<� �-�2�5�d�B�(�f�l�a�t�) �<� �-�6�0�d�B�(�a�n�g�l�e�) �<� �-�2�5�d�B�(�f�l�a�t�)

Repeatability ≤� �0�.�3�d�B�,
�5�0�0� �m�a�t�i�n�g�s

≤� �0�.�2�d�B�,� 
�5�0�0� �m�a�t�i�n�g�s

≤� �0�.�3�d�B�,� 
�5�0�0� �m�a�t�i�n�g�s

≤� �0�.�2�d�B�,� 
�5�0�0� �m�a�t�i�n�g�s

Operating temperature �-�4�0� �~� �7�5℃

Parameter Conditions

Insertion Loss �<� �0�.�5�d�B

Connector type �S�C�,� �F�C�,� �S�T�,� �L�C

Return loss �U�P�C� �<� �-�5�5�d�B�,� �A�P�C� �<� �-�6�0�d�B

Operating temperature range �-�4�0� �~� �7�5℃

Storage temperature range �-�4�0� �~� �8�5℃

Humidity �7�5℃�,� �R�H� �9�5�%

Vibration �1�0� �~� �5�5�H�z�(�2�H�r�)

Impact �1�.�5�m� �d�r�o�p�,� �8� �t�i�m�e�s

Polarization dependent loss �0�.�2�d�B

Fiber Length �3�m


